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The product information below is from the NBS Plus library of product clauses offered in NBS specification
products.  It has been created by NBS Plus for Safesite Ltd.  The clause is authored in NBS format and is 
intended for inclusion in project specifications.  The clause can be copied and pasted onto your project 
specification document.  Please note that NBS product guidance is not a replacement for the 
manufacturer’s literature and it is recommended that Safesite Ltd be consulted before  
specifying.


To find out more about producing specifications for building projects visit www.theNBS.com/solutions
Safesite Eyebolts
Single point structural anchorage devices. Two types are offered:

· Permanently installed, single component eyebolt.

· Permanent socket with pushlock type eyebolt, which can be removed when not in use.
Installation methods include:

· Resin bond into masonry or concrete.

· Through-fix to cavity walls.

· Through-fix to steelwork.

· Stand-off fix to solid substrates behind dry linings.
More about Safesite Eyebolts:

As standard – Options

Safesite Eyebolts

• 
Manufacturer:
Safesite Ltd



- Web:
www.safesite.co.uk


- Tel:
+44 (0)1293 539977



- Product 
[Galvanized eyebolt, code EB 100G]


  reference:
[Polyester coated eyebolt, code EB 100WP] – Colour: white.



[Stainless steel eyebolt, code EB 100SS]




[Pushlock eyebolt and insert – stainless steel, code EB 101L]




[Pushlock eyebolt and insert – stainless steel, code EB 101B]

•
Accessories: 
[Connector M12, code EB 102]



(AND)
[Knurled insert, code EB 103]



[Stainless steel backplate, code EB 104]




[Galvanized steel backplate, code EB 105]
Guidance for Safesite Eyebolts from Safesite Ltd
More about Safesite Eyebolts: As standard – Options
  As standard

Identification disk (Code 106):

Safesite personal protective equipment washer. Used with all Eyebolt installations.
Options

Accessories:

· Connector M12 (Code EB 102): Used to extend fixings; outside diameter 16 mm; galvanized.

· Knurled insert (Code EB 103): Used on Eyebolt resin fix installations; 75 mm long; galvanized.

· Stainless steel backplate (Code EB 104): Used as backing plate in through-fix installations; 64 mm diameter.

· Galvanized steel backplate (Code EB 105): Used as backing plate in through-fix installations; 64 mm diameter.

Further Information

Literature:

CPD information is available for Safesite Ltd from ribaproductselector.com
Contacts:

www.safesite.co.uk
infi@safesite.co.uk
T: +44 (0)1293 529977

F: +44 (0)1293 531166
NBS Plus 
www.thenbs.com/solutions, online library, 09 August 2010  
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