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The product information below is from the NBS Plus library of product clauses offered in NBS specification
products.  It has been created by NBS Plus for Safesite Ltd.  The clause is authored in NBS format and is 
intended for inclusion in project specifications.  The clause can be copied and pasted onto your project 
specification document.  Please note that NBS product guidance is not a replacement for the 
manufacturer’s literature and it is recommended that Safesite Ltd be consulted before  
specifying.


To find out more about producing specifications for building projects visit www.theNBS.com/solutions
Hercule horizontal fall arrest system
An enclosed horizontal track system designed and installed to BS EN 795, Class D. 
Particularly suitable for short fall distances, e.g. vehicle or aircraft maintenance areas, window cleaning, where the deflection of a conventional horizontal cable, or the general take up of the system would mean that an operative would hit the ground before the fall was arrested. Maximum vertical distance between operative and track is 60 m.
The system ensures the trolley is always directly above the operative, so avoiding the pendulum effect.
Bends and changes in height can be accommodated, as can a turntable and point system – allowing entry/ exit to any number of systems within a building. The number of operatives attached to the system within a given area can be controlled using stops at predetermined positions. All such features should be indicated on drawings.
The steel track can be supplied galvanized, zinc coated, or epoxy resin coated for aesthetic appearance. 
Requires annual re-certification in accordance with BS EN 365.

More about Hercule horizontal fall arrest system:
As standard – Options



Hercule horizontal fall arrest system

• 
Manufacturer:
Safesite Ltd



- Web:
www.safesite.co.uk


- Tel:
+44 (0)1293 539977



- Product 
Hercule horizontal fall arrest system


  reference:


•
Overall system 
[ ________ ]



length:

•
Track: 




- Size:
[ ________]


- Finish:
[Epoxy resin coated]




[Galvanised]




[Zinc coated]


•
System
[Curved track]



features:
[Turntable and point system]


•
Support
[Code AN 204]


brackets:
[Code AN 205] 




[Code AN 206]



[Code AN 207]




[Code AN 208]

•
Installation:
To BS 7883 by the system manufacturer or a contractor approved by the system manufacturer.

Guidance for Hercule horizontal fall arrest system from Safesite Ltd
More about Hercule horizontal fall arrest system: As standard – Options
  As standard

System components:

– Straight track (Code AN 201):

· Galvanized steel, supplied in 3 m lengths.

· Maximum distance between supports 1 m.

· Overall system strength 10 kN (minimum).
– Connecting sleeve (Code AN 203):

· Connects AN 201 and AN 202 track sections.

· Zinc plated steel.

· Supplied with locking hardware.
– End stop (Code AN 200/ACC):

· Used at the ends of rails AN 201/ AN 202.

· Zinc plated steel (alternative option stainless steel nut and bolt).

– Trolley (Code AN 200):

· Horizontal mobile anchorage point; maximum load 136 kg.

· Bichromate zinc plated steel roller support.

· Galvanized steel anchorage point clamp.

· Zinc plated steel anchorage.
Options

Track size:

· Four track sizes are offered, selection being according to use, loadings and available centres of support.
Curved track (Code AN 202):

· Galvanized steel, supplied in 1.3 m sections.

· Curve radius 584.5 mm.

Support brackets:

· Code AN 204: For welding to structure; supplied with locking hardware; untreated steel to EN 10111.

· Code AN 205: For direct ceiling mounting; supplied with locking hardware; untreated steel to EN 10111.

· Code AN 206: For ceiling mounting via threaded bolt; supplied with locking hardware; zinc plated steel to EN 10111.

· Code AN 207: For direct wall mounting; supplied with locking hardware; zinc plated steel to EN 10111.

· Code AN 208: For wall mounting via threaded bolt; supplied with locking hardware; zinc plated steel to EN 10111.

Further Information

Literature:

CPD information is available for Safesite Ltd from ribaproductselector.com
Contacts:

www.safesite.co.uk
infi@safesite.co.uk
T: +44 (0)1293 529977

F: +44 (0)1293 531166
NBS Plus 
www.thenbs.com/solutions, online library, 09 August 2010  
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