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The product information below is from the NBS Plus library of product clauses offered in NBS specification
products.  It has been created by NBS Plus for Safesite Ltd.  The clause is authored in NBS format and is 
intended for inclusion in project specifications.  The clause can be copied and pasted onto your project 
specification document.  Please note that NBS product guidance is not a replacement for the 
manufacturer’s literature and it is recommended that Safesite Ltd be consulted before  
specifying.


To find out more about producing specifications for building projects visit www.theNBS.com/solutions
Railbloc vertical fall arrest system
A vertical fall arrest track system featuring a continuous rail and arrester trolley, and complying with EN 353. The system allows an operative to ascend/ descend uninhibited. The trolley design enables it to be attached or detached at any point of the system.

More about Railbloc vertical fall arrest system:

As standard

Railbloc vertical fall arrest


• 
Manufacturer:
Safesite Ltd



- Web:
www.safesite.co.uk


- Tel:
+44 (0)1293 539977



- Product 
Railbloc vertical fall arrest system



  reference:


•
Track:
[Galvanized steel]




[Stainless steel]

•
Brackets:
[Galvanized steel]




[Stainless steel]




[Zinc plated steel]


•
Overall system 
[ ________ ]



length:


•
Installation:
To BS 7883 by the system manufacturer or a contractor approved by the system manufacturer.

Guidance for Railbloc vertical fall arrest system from Safesite Ltd

More about Railbloc vertical fall arrest system: As standard
  As standard

System components:
Track (Code AC 150, AC 150/G):

· Size: 50 mm x 6 mm track.

· Standard length 1.5 m.

· Ends: Mortice & tenon jointed. Sections are bolted together using standard junction link.
Bracket (Code AC 190):

· Fits to ladder rung or stile. Recommended spacing: 600 mm centres.

· Vertical extension of rail above last fixing: 500 mm maximum.
Arrester shuttle (Code AC 101):

· High strength, forged steel and aluminium with epoxy finish.

· Double safety opening system for vertical use.

· Shock absorber with progressively engaging mechanism with impact force reduction <6 kN. 

· Breaking strength >15 kN.

Further Information

Literature:

CPD information is available for Safesite Ltd from ribaproductselector.com
Contacts:

www.safesite.co.uk
infi@safesite.co.uk
T: +44 (0)1293 529977

F: +44 (0)1293 531166
NBS Plus 
www.thenbs.com/solutions, online library, 09 August 2010  
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