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The product information below is from the NBS Plus library of product clauses offered in NBS specification
products.  It has been created by NBS Plus for Safesite Ltd.  The clause is authored in NBS format and is 
intended for inclusion in project specifications.  The clause can be copied and pasted onto your project 
specification document.  Please note that NBS product guidance is not a replacement for the 
manufacturer’s literature and it is recommended that Safesite Ltd be consulted before  
specifying.


To find out more about producing specifications for building projects visit www.theNBS.com/solutions
System 2000
A permanent guard rail system for roof edges using counterweights to avoid any penetration of the roof waterproofing membrane. The system is suitable for flat roofs up to 10° pitch. Manufactured with galvanized steel rails and posts, galvanised malleable cast iron clamps and steel counterweights. All components that are in contact with the roof finish are covered with 3 mm fluted rubber.

Guard rail height 1100 mm, with vertical supports at maximum 2 m centres and the counterweight arms at maximum 4 m centres.

More about System 2000:
- Approvals

System 2000

• 
Manufacturer:
Safesite Ltd



- Web:
www.safesite.co.uk


- Tel:
+44 (0)1293 539977



- Product 
System 2000



  reference:

Guidance for System 2000 from Safesite Ltd

More about System 2000: Approvals
Approvals
· British Board of Agrément: Certificate: 08/4539. [image: image1.png]



Further Information

Literature:

CPD information is available for Safesite Ltd from ribaproductselector.com
Contacts:

www.safesite.co.uk
infi@safesite.co.uk
T: +44 (0)1293 529977

F: +44 (0)1293 531166
NBS Plus 
www.thenbs.com/solutions, online library, 09 August 2010  
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